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We propose using optomechanical interaction to narrow the bandwidth of filter cavities for achieving
frequency-dependent squeezing in advanced gravitational-wave detectors, inspired by the idea of
optomechanically induced transparency. This can allow us to achieve a cavity bandwidth on the order
of 100 Hz using small-scale cavities. Additionally, in contrast to a passive Fabry-Pérot cavity, the resulting
cavity bandwidth can be dynamically tuned, which is useful for adaptively optimizing the detector
sensitivity when switching amongst different operational modes. The experimental challenge for its
implementation is a stringent requirement for very low thermal noise of the mechanical oscillator, which
would need a superb mechanical quality factor and a very low temperature. We consider one possible setup
to relieve this requirement by using optical dilution to enhance the mechanical quality factor.
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Introduction.—Advanced interferometric gravitational
wave detectors, e.g., the advanced LIGO [1], advanced
VIRGO [2], and KAGRA [3], are expected to be limited by
quantum noise over almost the entire detection band. Further
enhancement of the detector sensitivity requires manipula-
tion of the optical field and the readout scheme at the
quantum level. One approach proposed by Kimble et al. [4]
is injecting frequency-dependent squeezed light into the
main interferometer. A series of optical cavities is used to
filter the squeezed light and to create proper rotation of the
squeezing angle at different frequencies. In order to achieve a
broadband reduction of quantum noise, the frequency scale
of these filter cavities needs to match that of quantum noise
of the main interferometer. For the advanced LIGO detector,
the quantum noise is dominated by quantum radiation
pressure noise at low frequencies and shot noise at high
frequencies—the transition happens around 100 Hz, which
determines the required filter-cavity bandwidth.
The original proposal in Ref. [4] is using filter cavities of
kilometer length. Recently, Evans et al. [5] proposed a
more compact (10 m) filter cavity with 105 finesse to
achieve the required bandwidth. With such a high finesse,
even small optical losses can degrade the squeezing.
Therefore, the optical loss becomes the key limiting factor
in the filer-cavity performance. Isogai et al. have exper-
imentally demonstrated that the optical losses from current
mirror technology are sufficiently small to build such a
filter cavity that will be useful for the advanced LIGO
detector [6]. However, if we want to further increase the
compactness of the filter cavity, then the requirement for
the optical loss becomes more stringent. In this case, one
solution is to go beyond the paradigm of passive cavities.
One proposed approach is to actively narrow the cavity
bandwidth by using the electromagnetically induced trans-
parency effect in a pumped atomic system [7]. In principle,
the cavity can be made to be on the centimeter scale while
still having a bandwidth comparable to a much longer high-
finesse cavity. Additionally, with an active element, the
cavity optical properties can be dynamically tuned by
changing the power of the control pumping field. This
has the advantage of allowing optimization of the filter
cavity for different operational modes of the detector,
where the quantum noise has different frequency depend-
encies, e.g., tuned versus detuned resonant sideband
extraction in the case of the advanced LIGO detector.
The active atomic system is generally lossy, which will
degrade the squeezing level. Here we propose to narrow the
filter-cavity bandwidth using the optomechanical analogue
of electromagnetically induced transparency, optomechani-
cally induced transparency, which has recently been exper-
imentally demonstrated by Weis et al. [8] and Teufel et al.
[9]. In comparison with these optomechanically induced
transparency experiments, we consider a different param-
eter regime and use an overcoupled cavity to attain the
desired performance. The scheme integrated with the main
interferometer is illustrated in Fig. 1. The filter cavity
consists of a mirror-endowed mechanical oscillator with an
eigenfrequency ωm that is much larger than the cavity
bandwidth γ. A control pump laser drives the filter cavity at
frequency ωp, detuned from the cavity resonant frequency
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ω0 (also the laser frequency of the main interferometer) by
ωm − δ with δ comparable to the gravitational-wave signal
frequency Ω. As we will show, the optomechanical inter-
action modifies the cavity response and gives rise to the
following input-output relation for the sideband at ω0 þ Ω:
aˆoutðΩÞ ≈
Ω − δ − iγopt
Ω − δþ iγopt
aˆinðΩÞ þ nˆthðΩÞ; ð1Þ
where γopt is defined as
γopt ¼
4Pcω0
mωmc2Tf
ð2Þ
with Pc being the intracavity power of the control field, m
the mass of the mechanical oscillator, and Tf the trans-
missivity of the front mirror (the end mirror is totally
reflective). The first term in Eq. (1) gives the input-output
relation of a standard optical cavity with the original cavity
bandwidth γ replaced by γopt, which can be significantly
smaller than γ as well as dynamically tuned by changing the
control beam power.
The second term nˆth arises from the thermal fluctuation
of the mechanical oscillator. It is uncorrelated with the
input optical field aˆin and therefore decoheres the squeezed
light. In order for its effect to be small, we require
8kBT
Qm
< ℏγopt ð3Þ
with Qm the mechanical quality factor and T the environ-
mental temperature. Given the fact that the desired effective
cavity bandwidth is γopt=2π ≈ 100 Hz, we have
T
Qm
< 6.0 × 10−10 K: ð4Þ
This is challenging to achieve even with low-loss materials
at cryogenic temperature. A possible solution is to use
optical dilution, first proposed by Corbitt et al. [10–13].
It allows for a significant boost of the mechanical quality
factor by using the optical field, to provide most of the
restoring force. Later we illustrate its applicability for our
purpose.
Optomechanical dynamics.—Here we provide the
details behind Eq. (1) by analyzing the dynamics of the
optomechanical filter cavity, starting from the standard
linearized Hamiltonian [14,15]:
Hˆ ¼ ℏω0aˆ†aˆþ
pˆ2
2m
þ 1
2
mω2mxˆ2 þ ℏG¯0xˆðaˆ† þ aˆÞ
þ iℏ
ﬃﬃﬃﬃﬃ
2γ
p
ðaˆ†aˆine−iωpt − aˆaˆ†ineiωptÞ: ð5Þ
In the Hamiltonian, aˆ is the annihilation operator of the
cavity mode and aˆin is the annihilation operator for the
input optical field (the squeezed light in our case), xˆ ðpˆÞ is
the oscillator position (momentum), and G¯0 ¼ ½2Pcω0=
ðℏcLÞ1=2 with L being the cavity length. In the rotating
frame at frequency ωp of the control laser, the Heisenberg
equation of motion reads
mð ̈xˆþ γm _ˆxþ ω2mxˆÞ ¼ −ℏG¯0ðaˆþ aˆ†Þ þ Fˆth; ð6Þ
_ˆaþ ðγ þ iΔÞaˆ ¼ −iG¯0xˆþ
ﬃﬃﬃﬃﬃ
2γ
p
aˆin; ð7Þ
where Δ≡ ω0 − ωp is the detuning frequency and we have
included the mechanical damping and associated Langevin
force Fˆth. Solving these equations of motion in the
frequency domain yields
xˆðωÞ ¼ χmðωÞfℏG¯0½aˆðωÞ þ aˆ†ð−ωÞ þ FˆthðωÞg; ð8Þ
aˆðωÞ ¼ χcðωÞ½−iG¯0xˆðωÞ þ
ﬃﬃﬃﬃﬃ
2γ
p
aˆinðωÞ: ð9Þ
We have defined the susceptibilities χm ≡ −½mðω2 − ω2m þ
iγmωÞ−1 and χc ≡ ½γ − iðω − ΔÞ−1.
Relevant parameter regime.—We consider the parameter
regime leading to Eq. (1). This requires Δ ¼ ωm − δ with
ωm ≫ δ, and the so-called resolved-sideband regime
ωm ≫ γ. Correspondingly, the lower sideband of the cavity
mode aˆð−ωÞ in Eq. (8) is negligibly small and can be
ignored (we will analyze the effect of this approximation
later). We therefore obtain [cf. Eqs. (8) and (9)]:
aˆðωÞ ≈
ﬃﬃﬃﬃﬃ
2γ
p
aˆinðωÞ − iG¯0χmðωÞFˆthðωÞ
χ−1c ðωÞ þ iℏG¯20χmðωÞ
: ð10Þ
Since we are interested in the signal sidebands around ω0,
we rewrite the above expression in terms of Ω by using the
equality ω ¼ Δþ Ω [cf. the inset of Fig. 1]. Given
Ω ≈ δ≪ ωm, we have χm ≈ −½2mωmðΩ − δþ iγmÞ−1
and χc≈ γ−1. Together with aˆout ¼−aˆinþ
ﬃﬃﬃﬃﬃ
2γ
p
aˆ, we obtain
FIG. 1 (color online). Schematic showing the configuration for
achieving frequency-dependent squeezing.
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aˆoutðΩÞ ≈
Ω − δþ iγm − iγopt
Ω − δþ iγm þ iγopt
aˆinðΩÞ þ nˆthðΩÞ ð11Þ
with the additional noise term nˆth defined as
nˆthðΩÞ ¼
i
ﬃﬃﬃﬃﬃ
2γ
p
γoptFˆthðΩÞ
ℏG¯0ðΩ − δþ iγm − iγoptÞ
: ð12Þ
When thermal damping rate γm of the oscillator satisfies
γm < γopt, we can ignore γm and recover the input-output
relation shown in Eq. (1).
To maintain coherence of the squeezed light, the fluc-
tuations due to the thermal noise term nˆth need to be much
smaller than those due to the input field; equivalently, the
quantum radiation pressure noise on the mechanical oscil-
lator from the squeezed light needs to dominate over the
thermal noise of the oscillator. Given the fact that
hFˆ†thðΩÞFˆthðΩ0Þi ¼ 4mγmkBTδðΩ − Ω0Þ, the requirement
on the noise spectrum for nˆth reads
SthðΩÞ ¼

8kBT
ℏγoptQm

γ2opt
ðΩ − δÞ2 þ γ2opt
< 1: ð13Þ
The thermal noise effect is maximal around Ω ∼ δ, from
which we obtain the condition shown in Eq. (3).
Effects of the optical loss and the finite cavity
bandwidth.—Apart from the above-mentioned thermal
noise, there are other decoherence effects: (i) the additional
radiation pressure noise introduced by the optical loss, and
also (ii) the effect of the lower sideband due to the finite
cavity bandwidth, ignored in the resolved-sideband limit.
Their effects are similar to the above thermal force noise;
therefore, we can quantify their magnitude using the noise
spectrum referred to the output. For the optical loss,
SϵðΩÞ ¼

cϵ
γL

γ2opt
ðΩ − δÞ2 þ γ2opt
; ð14Þ
where ϵ is the magnitude of the optical loss (e.g., ϵ ¼ 10−5
for 10 ppm loss). Similarly, for the contribution from the
lower sideband, we have
S−ωmðΩÞ ¼

γ
ωm

2 γ2opt
ðΩ − δÞ2 þ γ2opt
: ð15Þ
These two need to be taken into account when estimating
the performance of this optomechanical filter cavity.
Possible experimental scheme.—We have shown in
Eq. (4) that the most significant issue is the thermal noise,
which puts a stringent requirement on the mechanical
system and the environmental temperature. As we men-
tioned earlier, one possible way to mitigate this is using
optical dilution explored by Corbitt et al., in which the
optical restoring force is due to the linear dependence of the
radiation pressure force on the oscillator position. This
scheme has a limitation from quantum backaction noise
associated with a linear position response. Korth et al. [16]
have shown how measurement-based feedback can cancel
the quantum back action. Such a cancellation is, however,
limited by the quantum efficiency of the photodiode for the
measurement.
Here we consider optical dilution using a coupled cavity
scheme, shown in Fig. 2, with a mirror-endowed oscillator
placed in the middle of a Fabry-Pérot cavity, first imple-
mented by Thompson et al. [17,18]. Interestingly, this
scheme allows for an internal cancellation of the quantum
backaction associated with a linear optical spring, and thus
it avoids the limitation of the scheme in Ref. [16]. A
detailed analysis is given in the Supplemental Material
[19]. An intuitive picture behind this backaction evasion
effect can be described as follows. The optical field on the
left-hand side of the middle oscillator consists of two parts:
(i) the immediate reflection from the oscillator and (ii) the
transmitted field from the right-hand side, both containing
the position information of the oscillator. The coupled
cavity has a doublet resonance. It turns out that, when the
trapping field is resonantly tuned to one of the two
resonance frequencies and the end mirror is perfectly
reflective, the position information from these two parts
destructively interferes, resulting in a cancelation of the
backaction.
A strong trapping beam can induce an optical spring
frequency ωopt ≫ ωm0 with
ω2opt ¼
2Ptrapω00
mc2
ﬃﬃﬃﬃﬃ
Ts
p
Tf
; ð16Þ
where Ptrap and ω00 are the input power and optical
frequency of the trapping beam, and Ts and Tf are the
transmissivity of the mirror-endowed oscillator and the
front mirror, respectively. The modified quality factor can
be greatly boosted since the mechanical dissipation rate γm
is unchanged.
This optical dilution scheme also has its own limitations.
First, in reality there is no perfectly reflective mirror and
there is always some optical loss, so the above-mentioned
cancellation cannot be perfect. The residual radiation
pressure noise, referred to the output, is given by
circulator
control
laser
Laser
trapping
laser
Squeezer
FIG. 2 (color online). Schematics of the coupled cavity setup
for the filter cavity.
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Soptϵ ðΩÞ ¼ 4ω
0
0Ptrapϵ
mγoptωmc2TsTf
γ2opt
ðΩ − δÞ2 þ γ2opt
: ð17Þ
Second, the optical spring effect is frequency dependent:
KoptðωÞ ≈mω2opt − imΓω −moptω2. This tells us that the
optical spring can modify not only the resonance frequency,
but also the mechanical damping and the effective inertia
(mass), which could induce instability. Lastly, finite
absorption of the laser power in the oscillator will increase
its temperature and may increase the thermal noise. The
size of this effect, however, depends on the mechanical
structure and the detailed loss mechanism.
An example.—We illustrate the requirements for exper-
imentally realizing the optomechanical filter cavity using
the optical dilution shown in Fig. 2 with some example
parameters in Table I. These values are chosen after
considering the above mentioned effects, which can cause
decoherence to the squeezed light, such that
Smaxtot ¼ SthðδÞ þ SϵðδÞ þ S−ωmðδÞ þ Soptϵ ðδÞ < 1: ð18Þ
In addition, once we fix the oscillator mass m and trans-
missivity Ts, we can minimize Smaxtot by looking into the
scaling of different parameters, which determines the
trapping beam power Ptrap, the front mirror transmissivity
Tf, and the environmental temperature T. We end up with
the following scaling of Smaxtot in terms of the optical loss and
the cavity length:
Smaxtot ≈ 3 × 103ϵ4=5=L2=5: ð19Þ
The resulting degradation to the squeezing factor due to the
optical loss is shown in Fig. 3 for a cavity length of 50 cm.
In comparison to a passive filter cavity for which the
performance degrades as ϵ=L [6], the optomechanical filter
cavity using the optical-dilution scheme has a milder
dependence on L, which yields the possibility of being
small scale.
The mechanical dynamics are modified by the optome-
chanical interaction, and the new effective parameters of
the oscillator are summarised in Table II. The optical spring
shifts the mechanical resonant frequency from its bare
value of 100 Hz to 20 kHz, which results in a 200-fold
increase in the quality factor. Comparing Tables I and II, we
can see that the negative optical damping and inertia do not
pose an important problem.
We would like to point out that this scheme might not
function as expected due to heating from the finite
absorption of the laser power. The intracavity power of
the trapping beam, given the listed parameter values, is
around 10 W. For 10 ppm absorption, this amounts to
0.1 mW of heat deposited into the nanomechanical oscil-
lator. We make an order-of-magnitude estimate in the
Supplemental Material [19] and find this can create a
nonuniform temperature distribution with a maximum
around 10 K near the beam spot. Further detailed study
is required to estimate how this nonuniform temperature
distribution on the oscillator affects the total thermal noise.
Specifically in this case, the dissipation mainly comes from
the clamping point where the temperature is still low. If this
nonuniform temperature distribution indeed introduces
significant thermal noise, then alternative materials with
higher thermal conductivity at low temperature would need
to be manufactured.
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FIG. 3 (color online). Resultant squeezing level from injecting
10 dB of input squeezing into an optomechanical filter cavity
using the optical-dilution scheme in Fig. 2, with parameters in
Table I, for several values of the optical loss ϵ.
TABLE II. Effective oscillator parameters.
ωopt=ð2πÞ Optical spring frequency [Eq. (16)] 20 kHz
Qm Final mechanical quality factor 2 × 1010
Γ=ð2πÞ Optical (anti)damping rate [Eq. (A.9)] −8 mHz
mopt Negative optical inertia [Eq. (A.10)] −8.5 pg
TABLE I. Example parameter values.
Parameter Description Value
L Filter-cavity length 50 cm
Tf Front mirror transmissivity 250 ppm
Ts Transmissivity of oscillator 3000 ppm
a
Ptrap Trapping beam input power 1.6 mW
λ00 Trapping beam wavelength 532 nm
m Oscillator mass 500 ng
ωm0=ð2πÞ Bare mechanical frequency 200 Hz
Qm0 Bare mechanical quality factor 10
8b
T Environmental temperature 1 K
Pc Control beam intracavity power 0.1 mW
λ0 Control beam wavelength 1064 nm
γopt=ð2πÞ Effective cavity bandwidth 100 Hz
aThis value is only for the trapping beam; for the control field, the
value is close to unity (limited by the optical loss), requiring a
dichroic coating.
bAccording to [23], the mechanical damping of some material
structures are as small as 10−6 Hz, which sets this possible
value.
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Conclusion.—We have considered the use of optome-
chanical interaction to narrow the bandwidth of a filter
cavity for frequency-dependent squeezing in future
advanced gravitational-wave detectors. However, due to
the susceptibility to thermal decoherence, its feasibility is
conditional on advancements in low-loss mechanics and
optics.
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